
MCC – THE ULTRA-COMPACT SERIES 
TECHNICAL DATA.

MCC Unit

(metric) 630 Unit

(imperial) 630

Working range up to X | Y | Z (standard) mm 1,100 | 900 | 1,100 in 43.31 | 35.43 | 43.31

Working range up to X | Y | Z (optional) mm 1,100 | 900 | 1,300 in 43.31 | 35.43 | 51.18

Workpiece swing diameter Ø x H mm 1,100 x 1,300 in 43.31 x 51.18

Pallet size (standard) mm 630 x 630 in 24.80 x 24.80

Pallet size (optional) mm 630 x 800 in 24.80 x 31.50

Max. pallet loading (workpiece + fixture) kg 1,500 lbs 3,307

Feed force X | Y | Z kN 17.5 | 17.5 | 17.5 lb 3,934 | 3,934 | 3,934 

Rapid traverse X | Y | Z (standard strokes) m/min 60 | 60 | 60 in/min 2,362 | 2,362 | 2,362

Pa¹ X | Y | Z mm 0.007 in 0.00028

B axis degrees 360,000 x 0.001 degrees 360,000 x 0.001

Table speed rpm 40 rpm 40

Tilting moment Nm 26,000 lb/in 230,120

Tangential torque Nm 8,000 lb/in 70,806

MOTOR SPINDLE

Spindle power, 100 % duty cycle kW 30 HP 40

Max. torque, 100 % duty cycle Nm 300 lb/in 2,655

Standard speed range (optional) rpm 20 – 6,000 (10,000) rpm 20 – 6,000 (10,000)

GEAR SPINDLE

Spindle power, 100 % duty cycle kW 41 HP 55

Max. torque, 100 % duty cycle Nm 1,300 lb/in 11,506

Standard speed range (optional) rpm 20 – 6,000 (10,000) rpm 20 – 6,000 (10,000)

SWIVEL SPINDLE

Spindle power, 100 % duty cycle kW 30 HP 40

Max. torque, 100 % duty cycle Nm 300 lb/in 2,655

Standard speed range (optional) rpm 20 – 6,000 (10,000) rpm 20 – 6,000 (10,000)

Swivel range degrees +45 / -110 degrees +45 / -110

Tool holder (standard) HSK-A 100 HSK-A 100

Tool holder (optional) ISO 50 ISO 50

Tool clamping force, HSK-A 100 (ISO 50) N 45,000 (25,000) lb 10,116 (5,620)

Number of tool positions 64 – 128 64 – 128

Tool diameter mm 125 (350) in 4.92 (13.78)

Tool length mm 650 in 25.59

Max. tool weight (optional) kg 30 (40) lbs 66.14 (88.18)

Min. chip-to-chip time s 5 s 5

Min. pallet change time s 12 s 12

Machine control, Siemens Sinumerik SIN 840D sl SIN 840D sl

Installation area, L x W x H, approx. mm 8,000 x 3,300 x 3,500  in 315 x 130 x 137.8

Weight, approx. kg 27,000 lbs 59,525

¹ according to VDI / DGQ 3441 Technical specifications are subject to change without prior notice.


